
KORDON INSTALLATION PROCESS
Example of a typical domestic perimeter istallation

Pipes through slab,
kordon kollar installation.

Conduits. Construction joints,
dowel joints.

Key joints,
saw joints.

STAGE ONE Kordon installer arrives before the concrete mesh is inplace 
to protect any slab penetrations & slab joints.

STAGE TWO Kordon installer returns after the concrete has been poured and before
framing commences to protect the slab or building perimeter.

Engaged pier
‘bearers & joist’

Isolated pier
‘bearers & joist’

Door/full height windows
‘slab on ground’

Door/full height windows
‘slab on ground’

Garage driveway
‘slab on ground’

Retaining wall

Slab step down

Infill slab

Typical 
slab rebate

‘bearers & joist’

KITCHEN
‘slab on ground’

ENTRY

BATHROOM/
WC/LAUNDRY

‘slab on ground’

GARAGE
‘slab on ground’

ACCREDITED INSTALLER

STAGE THREE

Outside decking

Ph. 1800 634 913  www.kordontmb.com.au Bayer Environmental Science 391–393 Tooronga Road Hawthorn East, Vic. 3123  ABN 87 000 226 022

Designed and manufactured in Australia. Kordon® is a Registered Trademark of Bayer. Bayer Environmental Science is a business group of Bayer Cropscience Pty Ltd. BEK0017/The Hopkins Part.

Note – Ensure finished external surface level, eg paving,
garden beds, ground levels – maintain the 75mm inspection 
zone requirement (AS 3660.1-2000). Doorways, ramps & patios 
allow inspection zone variations – Always refer to your accredited
Kordon installer.


